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SUBJECT: Announcement of Patch Release 1 to the B1000 Mark 10.0 System software 
(Burroughs internal ) 
STYLE NO: B1000 BNS B1000 DM2 B1000 R61 
B1000 CBl B1000 MP2 B1000 SMC 
B1000 CE] B1000 NDL B1000 UTL 
B1000 COB B1000 PWR B1000 XMT 
B1000 DM1 B1000 RPG B1030 XMT 
MEDIA ID: PATCH1001 


The accompanying tape for Burroughs Support Managers constitutes the first release 
of patches for the B1000 Mark 10.0 system software. Distribution of the patches is 
in the form of card-image disk files on a library tape (labeled "PATCH1001"). The 
tape also contains the recompiled object code files for each of the affected pro- 
grams, the master recompile files for the MCPII ("MCP.RECOMP/="), and the control 
decks used to create pseudo decks. The pseudo decks execute the SYSTEM/PATCH pro- 
gram. Also, included is a printed description of each of the problems corrected by 
this release. 


The card-image patch files and control decks are named as follows: 
Patch 
File-id 


Patch 
Numbers 


~ Object 
Program Name 
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Control File-id- 


BNANSM/ 100003 CONTROL/BNANSM 
BNANSM/100004 | 


BNANSM/100005 


BNA/NSM 


1 & GW 


CANDE/ 100003 
CANDE/REL. INFO 


CANDE CONTROL/ CANDE 


§ Ww 


COBOL/100002 
COBOL/100003 
COBOL/100004 


COBOL CONTROL/ COBOL 


COBOL74/100003 
COBOL74/100004 
COBOL74/100005 
COBOL74/100006 
~ COBOL74/100007 
COBOL74/100008 
COBOL 74/100009 


~  COBOL74 CONTROL/COBOL/4 
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COLDSTART/DISK CS.DISK/100003 CONTROL/CS.DISK 


DISKMAP/UTILITY 1 DISKMAP/100001 CONTROL/DISKMAP 


DMPALL 1 DMPALL/ 100001 CONTROL/DMPALL 
DMS /AUDITANALY 2 AUDITANAYL/100002 CONTROL/AUDITANALY 
DMS /BUILDINQ 1 BUILDINQ/100001  CONTROL/BUILDINQ 
DMS/DASDL 3 DASDL/100003 CONTROL/DASDL 
DMS/ INQUIRY 3 INQUIRY/100003  CONTROL/ INQUIRY 
A INQUIRY/100004 
DMS/REORG. WRIT 4 REORG.WRIT/100004 CONTROL/REORG.WRIT 
DUMP/ ANALYZER. 2 DMPANALZE/100002 CONTROL/DMPANALZE 
3 DMPANAL ZE/ 100003 | 
FOREIGN/TAPECOPY 1 FOREIGNTC/100001 CONTROL/FOREIGNTC 
MCPII 20 MCP1I/100020 CONTROL /MCPII. RCMP 
21 MCPII/100021 | : 
22 MCPII/100022 
23. ~~ «~MCPII/100023 
24 MCPII/100024 
25 MCP11/100025 
26 MCPII/100026 
27 MCPII/100027 
28 MCPI1/100028 
29 MCPII/100029 
30 MCP1I/100030 . 
31 MCPII/100031 
32 MCPI1/100032 
33 MCPII/100033 
34 -~MCPII/100034 
35 MCPII/100035 
36 MCPII/100036 
27 MCP1I/100037 
38 MCPI1/100038 
39 MCPI1/100039 
A0 MCPI1/100040 
41 MCPII/100041 
NDL/ DUMP _ 1.“ NDLDUMP/100001 + CONTROL/NDLDUMP 
NDL/MACRO 3 MACRO/100003 ~~~ CONTROL/MACRO 
| 4 MACRO/100004 7 
QWIKLOG 1 QWIKLOG/100001 § CONTROL/QWIKLOG 
RJE 1 RJE/100001 ~ CONTROL/RJE 
RJE3780 1 RJE3780/100001  CONTROL/RJE3780 
RPG 2 RPG/100002 CONTROL/RPG 
3 RPG/100003 | 
SMCS 2 SMCS/100002 CONTROL/ SMCS 


SORT/UTILITY ] SORTUTIL/100001 CONTROL/SORTUTIL 


SYSTEM/ COPY | Z SYSCOPY/100002 CONTROL /SYSCOPY 
SYSTEM/LOGOUT 1 SYSLOGOUT/100001 CONTROL/SYSLOGOUT 
SYSTEM/ODT 6 SYSODT/100006 CONTROL/SYSODT 


The following procedure recompiles the object programs, except for the MCPIT: 


i 


3s 


4. 


Load the card-image patch files and CONTROL files to a user disk labeled 
"PATCH100" as fol lows: 


COPY AND COMPARE = FROM PATCH1001 TO PATCH100(KIND=DISK) ; 


Load the appropriate source files to the PATCH100 user disk. From Mark 10.0 
source tapes labeled "SOURCE1", "SOURCE" , "SOURCE3", "SOURCE4", and "SOQURCE5", 
the following source files are required: a | 


SOURCE/AUDITANALY 
SOURCE/ BNANSM 
SOURCE/BUILDINQ 
SOURCE/CANDE 
SOURCE/ COBOL 
SOURCE/ COBOL 74 
SOURCE/CS.DISK 
SOURCE/DASDL 
SOURCE/DISKMAP 
SOURCE/DMPALL 
SOURCE/DMPANALZE 
SOURCE/FOREIGNTC 
SOURCE/ INQUIRY 
SOURCE/MACRO 3 — 
SOURCE/MCPII | 
SOURCE/NDLDUMP 
SOURCE/QWIKLOG 
SOURCE/REORG.WRIT. 
SOURCE/RJE 
SOURCE/RJE3780 
SOURCE/RPG 

SOURCE/ SMCS 
SOURCE/SORTUTIL 
SOURCE/SYSCOPY 
SOURCE/SYSLOGOUT 
SOURCE/SYSODT 


Execute thé SYSTEM/LDCONTROL program with the following commande 
LD; FILE CARD. IN NAME PATCH100/CONTROL/<file-id> DISK DEFAULT; | 
The file-id is the control file name of the software to be patched. 

Activate the pseudo reader with the following command: 


RN 1; 


Once the pseudo reader is activated, the SYSTEM/PATCH program goes to beginning of 
job. The SYSTEM/PATCH program merges the patch file(s) with the source file. These 
patches are specified to the SYSTEM/PATCH program by the INCLUDE statement in the 
control file. Upon completion, the SYSTEM/PATCH program initiates the compile of 
the object program as Speeiunes in the control file. 


Each control file consists of an execute Statement and data for the SYSTEM/PATCH 
program. The data to the SYSTEM/PATCH program includes the compile statement and 
the name of the patch files to use. The INCLUDE statement(s) designate the patch 
files which are merged with the original source file for the subsequent compilation. 
The naming convention used for each patch file is as follows: 


<file-idz/100nnn 


The file-id is the software name. 100nnn represents the release patch number where 
100 is the Mark 10.0 system software release level and nnn is the patch number. 


The recompilation of this MCPII requires the MCPII recompilation files, which must 
be loaded from the Mark 10.0 PATCH1001 library tape to the user disk labelled 
"PATCH100". The control file labelled CONTROL/MCPII.RCMP is used with the 
SYSTEM/LDCONTROL program as in steps 3 and 4. The recompilation files on the 
"PATCH1001" tape are to be used for any MCPII recompiling required for future MCPII 
patches. 


Use the procedure in attachment A to load the new SDL Intepreter, GISMO, MCPII, 
MCPII/MICRO.MCP, SYSTEM/COPY, SYSTEM/INIT, and SYSTEM/ODT files to the — disk 
from the enclosed media. | 


The patch decks for certain recompiled programs are not included on the tape as 
separate files. The patches are, however, part of the updated source file. The 
object and source files are re- released as follows: 


Object Program Name Source File-id 
GISMO a | SOURCE/GISMO 
GISMO/DEBUG SOURCE/GISMO 
GISM0/SA SOURCE/GISMO 
MCPII/MICRO.MCP SOURCE/MCPIIMICRO 
SDL/INTERP1M | | SOURCE/ INTERFACE 
SOURCE/NDLCODE 
SOURCE/SDLIN 
SDL/INTERPIS —  SOURCE/ INTERFACE 
| ~ SOURCE/NDL—CODE 
a 7 ~ SOURCE/SDLIN | 
SDL/INTERP1U — OS | . SOURCE/ INTERFACE 
oe | SOURCE/NDL_CODE 
SOURCE/SDLIN 


SYSTEM/INIT a SOURCE/SYSINIT 


Field Communication Forms regarding this patch release should be sent to the 
Technical Information Organization in the Santa Barbara Programming Center at the 


following address: 


Burroughs Corporation 

TIO - B1000 Systems Support 
6300 Hollister Avenue 
Goleta, California 93117 


tal (SLC 


Donald P. Edlin, Manager 
Corporate J.1.0. 
Pasadena 
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PROCEDURE TO INSTALL THE NEW OPERATING SYSTEM 
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The following is a suggested procedure for loading the new system 
files. For more information on the Name Table, refer to the 
B1800/B1700 System Software Operation Guide, volume 2r form 
1108944, pages 3-3 through 3-4. 


Le 


Determine the names of the GISMO, MCPII, MCPII/MICRO.MCP, 
SDL interpreter, SYSTEM/COPY, SYSTEM/INIT, and SYSTEM/ODT 
files currently running on the system, by using oa WW 
keyboard command as follows: 


The Name Table entries of concern are the Gr M, MM, I1, 12, 
CPY, Nr and ODT entries. In the following steps, it 1s 
assumed that the files in these entries have the names 
GISMO, MCPII, MCPII/MICRO.MCP, SDL/INTERP1IS, SDL/INTERPIM; 
SYSTEM/COPY, SYSTEM/INIT, and SYSTEM/ODT, respectively. If 
the names are not the same, the different name may be 
substituted in the examples (such as substituting 
GISMO/DEBUG for GISMO). 


Use the COPY command to make a copy of the current files, 
GISMO, MCPII, MCPII/MICRO.MCP, SDL/INTERP1S, SDL/INTERPiM: © 
SYSTEM/INIT, and SYSTEM/ODT, to files named OLD/GISMNO, 
OLD/MCPII, OLD/MICRO.MCP, OLD/SDLINTiIS, OLD/SDLINTIM, 
OLD/SYSINIT, OLD/SYSODT, respectively, as follows: 


COPY GISMO AS OLD/GISMO, 
MCPII AS OLD/MCPII, 
MCPII/MICRO.MCP AS OLD/MICRO.MCP, 
“SDL/INTERPiS AS OLD/SDLINT1S; 
SDL/INTERPiM AS OLD/SDLINTIM; 
SYSTEM/INIT AS OLD/SYSINIT, 

_ SYSTEH/ODT AS OLD/SYSODT, 
FROM DISK TO DISKs | 


Use the CM keyboard command to place the names of the 
current files, GISMO, MCPII, MCPII/MICRO.MCP, SYSTEM/INIT; 
and SYSTEM/ODT (The SDL interpreter is handled in steps 4 
and 3) into the experimental entries of the Name Table (as a 
precautionary measure) and the names of the copied files, 
OLD/GISMO, OLD/MCPII, OLD/MICRO.MCP, OLD/SYSINIT, and 
OLD/SYSODT, into the standard entries of the Name Table, as 
follows: 
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CM GX GISMO; 

CH MX MCPII; 

CM MMX MCPII/MICRO.MCP; 
CM NX SYSTEM/INIT; 

CM ODX SYSTEM/ODT; 

CM G OLD/GISMO; 

CM M OLD/MCPITs 

CM MM OLD/MCIRO.MCP 5 

CM N OLD/SYSINIT; 

CM ODT OLD/SYSODT; 


Use the CM keyhoard command to place the name of the 
appropriate SDL interpreter into the experimental 
interpreter entry in the Name Table. On B 1710 and B 1830 
systems, it is the SDL/INTERP1S interpreter, and on other B 
1000 systems it is the SDL/INTERPiM interpreter. Also; 
place the name of the copied interpreters, OLD/SDLINT1S and 
OLD/SDLINTIM, into the standard entries of the name table, 
as follows: 


CM IX SDL/INTERP1S; (on B 1710 and B 1830 systems) 
CM I1 OLD/SDLINT1S; 
CM I2 OLD/SDLINTIM; 

or 
CM IX SDL/INTERP1M; {on the other B 1000 systems) 
CM Ii OLD/SDLINT1IS; 
CM I2 OLD/SDLINTIM; 


Modify the copied SYSTEM/ODT file and the SYSTEM/COPY file, 
to use the appropriate copied SDL interpreter. On B 1710 
and B 1830 systems, it is the OLD/SDLINTIS interpreter, and. 
on other B 1000 systems it is the SDL/INTERPIM interpreter, 
as follows: | 


MODIFY OLD/SYSODT INTERPRETER OLD/SDLINT1IS; (on B 1710 and 
MODIFY SYSTEN/COPY INTERPRETER GLD/SDLINTIS; . B 1830 systems) 
or | 
MODIFY OLD/SYSODT INTERPRETER OLD/SDLINTIMs (on the other 
epee SRE TRNTERPRETER OLD/SDLINTINs B 1000 systems) 


Perform a CLEAR/START aperseion: The currently running 
GISMO, MCPII, MCPII/MICRO.MCP, SDL interpreter, SYSTEM/INIT: 
and SYSTEM/ODT files are now OLD/GISMO, OLD/MCPII, 
OLD/MICRO.MCP, OLD/SDLINT1S or OLD/SDLINTIM, OLD/SYSINIT, 
and OLD/SYSODT, respectively. — 


Remove the now unused files, GISMO, MCPII, MCPLI/MICRO.MCP, 
SDL/INTERPiM, SDL/INTERP1S, SYSTEM/INIT, and SYSTEM/ODT From 
the system disk, as follows: 


10. 
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CM GX PURGE; 

Ch IX PURGES 

CM MX PURGE; 

CH MMX PURGES 

CM NX PURGE; 

CM ODX PURGE; 

REMOVE GISMO; 

REMOVE SDL/INTERP15; 
REMOVE SDL/INTERP LM; 
REMOVE MCPIT; 

REMOVE MCPII/MICRO.MCP; 
REMOVE SYSTEM/INIT; 
REMOVE SYSTEM/ODT; 


Note that after removal of the SDL/INTERPIS and SDL/INTERPiIM 
files, system programs (such as DMPALL) and compilers should 
not be run, except for OLD/SYSODT and SYSTEM/COPY; until the 
new SDL interpreters are copied. 


Use the following COPY AND COMPARE command to copy the new 


files, GISMO, MCPII, MCPII/MICRO.MCP, SDL/INTERPIS,; | 
SDL/INTERPIM, SYSTEM/INIT: and SYSTEM/ODT to the SYSTEM disk 
from either the disk or tape media provided, as follows: 


COPY AND COMPARE GISMO, MCPII, MCPII/MICRO.MCP, 
SDL/INTERPIS, SDL/INTERPiM, SYSTEM/INIT; 
SYSTEM/ODT FROM <media> TO DISK; 


Use the CM keyboard command to place the names of the 
current GISMO, MCPII, MCPII/MICRO.MCP, SYSTEM/INIT, _ 
SYSTEM/ODT files into the experimental entries of the Name 
Table (as a precautionary measure) and the names of the new 
files, GISMO, MCPII, MCPII/MICRO.MCP, SYSTEM/INIT, and 
SYSTEN/ODT, into the standard entries of the Name Table, as 
follows: | 


CM GX OLD/GISMO; 
CM MX OLD/MCPII; 
CM MMX OLD/MICRO.MCP; 
CM NX OLD/SYSINIT; 
CM ODX OLD/SYSODT; 
CM G GISMO; : 
CM M OMCPITS 
| CM MM MCPII/MICRO.MCP; 
CM N SYSTEM/INIT; 
CM ODT SYSTEM/ODT; 


Use the CM keyboard command to place the name of the 
appropriate SDL interpreter into the experimental | 
interpreter entry in the Name Table. On B 1710 and B 1830 
systems, it is the OLD/SDLINT1S interpreter, and on other | 
B 1000 systems it is the OLD/SDLINTIM interpreter. Also 
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place the name of the new interpreters, SDL/INTERP1S and 
SDL/INTERPIM, into the standard entries of the name table, 
as follows: | 


Ch IX OLD/SDLINT1S; (on B 1710 or B 1830 systems) 
CM Ii SDL/INTERP1S; 
CM I2 SDL/INTERPiM; 

or , | 
Ch IX OLD/SDLINTIM; (on the other B 1000 systems) 
CM Ii SDL/INTERPiS; 
CH I2 SDL/INTERPIM; 


11. Use the following COPY AND COMPARE command to copy the new 
SYSTEM/COPY file as NEW/SYSCOPY, as follows: 


COPY AND COMPARE SYSTEM/COPY AS NEW/SYSCOPY 
FORM <media> TO DISK: 


12. Use the CM keyboard command to purge the SYSTEM/COPY file 
from the Name Table. Then use the change MCP command to 
change SYSTEM/COPY to OLD/SYSCOPY, and NEW/SYSCOPY to 
SYSTEM/COPY. .Then, use the CM keyboard command to place the 
new SYSTEM/COPY into the CPY Name Table entry, as follows: 


CM CPY PURGES 

CHANGE SYSTEM/COPY TO OLD/SYSCOPY; 
CHANGE NEW/SYSCOPY TO SYSTEM/COPY; 
Cu CPY SYSTEM/COPY; 


13. Perform a CLEAR/START operation. 


14. The now unused files, OLD/GISMO, OLD/MCPII, OLD/MICRO.MCP, 
OLD/SDLINT1S, OLD/SDLINTiM, OLD/SYSCOPY, OLD/SYSINIT, and 
OLD/SYSODT, can now he removed from the SYSTEM disk, as 
follows: = _ | 


‘CM GX PURGE; 
‘CM IX PURGE: 
CM. MX PURGE; 
CM MMX PURGE; 
CM NX PURGE: 

. CM ODX PURGE; 
REMOVE OLD/GISMO; 
REMOVE OLD/SDLINT1S; 
REMOVE OLD/SDLINTIM; 
REMOVE OLD/MCPIIs 
REMOVE OLD/MICRO.MCP s 
‘REMOVE OLD/SYSCOPY; 
REMOVE OLD/SYSINITs 
REMOVE OLD/SYSODT; 


ee 
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If the system normally has files in the experimental Name 
Table entries (such as MICRO.MCP/DEBUG in the MMX entry, or 
GISMO/DEBUG in the GX entry), the files can be copied to the 
system disk and entered in the appropriate place of the Name 
Table with the CM keyboard command. , 
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BNA/NSM Patch #3 (Compile Date 12-15-81) 


This patch corrects the INVALID SUBSTRING program abort when the 
MAXBDLCSTATIONS attribute is declared greater than 16 in the 
initialization file. The BNA/NSM program now restricts the 
MAXBDLCSTATIONS attribute to be less than or equal to 14. This 
maximum is a B1000 restriction. . 


BNA/NSM Patch #4 (Compile Date 12-15-81) 


This patch fixes the “waiting in receive" problem when one of the 
following commands 15 entered at initialization time: 


Ls NW LOCALIDENTITY = #<identity-number?>: 
2. NW ADD STATION <station-name> (<attributes>): 


3. NW MAXNODEADDRESS = <number?>; 
Where <number> 1s less than <identity-number?>. 


4 NW ADD CONNECTION INCOMING WITH #<number> BY <station-name?; 
An error message occurs here. 


BNA/NSM Patch #5 (Compile Date 12-15-81) 


With this patch, the BNA/NSM program no longer attempts to add an 
undefined station during the initialization process. 


BNA/SIZEF ILE Re-release (Date 12-14-81) 


The re-release of the BNA/SIZEFILE is sean for patch #1 to. 
the BNA/NSH program. 


CANDE Patch #3 (Compile Date 12-22-81) | 


This patch corrects the ATTEMPTED OPEN OF OPEN FILE - 
 "<file-name>" program abort when a user with a non-priviledged 
usercode attempts to create a file with a two-level name using 
the "sFILE" option of the FIND command. The CANDE program aborts 
on the second consecutive attempt to enter the FIND command. 


The CANDE/REL. INFO patch file changes the version level of the 
- CANDE program from ‘414 to - 
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COBOL Patch #2 (Compile Date 12-16-81) 


This patch completes the correction of the problem partially 
corrected by COBOL patch #1. 


COBOL Patch #3 (Compile Date 12-16-81) 
This patch fixes the ATTEMPTED TO OPEN <file-name> WITH BLANK OR 
ZERO MFID program abort that occurred with the COBOL compiler 


when the letter L was specified in colum 7 and the remainder of 
the card-image record was blank. 


COBOL Patch #4 (Compile Date 12-16-81) 

This patch fixes the decimal alignment problem that occurred when 
two numbers, A and B, are added together, with A and B having 
unequal scale factors. This problem only occurred in the Mark 
10.0 release of the COBOL compiler dated 8-14-81. 

COBOL74 Patch #3 (Compile Date 12-07-81) 

This patch completes the correction of “a problem partially 
corrected by COBOL74 patch #2. 

COBOL74 Patch #4 (Compile Date 12-07-81) 

With this patch, the COROL74 ee oeneterce correct code for 
the START statement. | 

COBOL74 Patch #5 (Compile Date 12-07-81) 

This patch fixes the erroneous compile-time error "USING/GIVING 
FILE RECORD NOT = SD RECORD SIZE" that was seeker! when a 
TAG-KEY SORT Was specified. 

COROL74 Patch #6 (Compile Date 12- ee 81) 


With this natch the COBOL74 compiler eentonue4 more closely. to 
the COBOL i Validation ik (CCVS) MESUBE | 
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COBOL74 Patch #7 (Compile Date 12-07-81) 


With this patch, the INSPECT statement now works correctly when. 
one of the operands specifies relative indexing. 


COBOL74 Patch #8 (Compile Date 12-07-81) 


With this patch, the COBOL74 compiler conforms more closely to ; 
the COBOL Compiler Validation System (CCVS) tests regarding the 
comma (,) and semicolon (3) characters ending a PICTURE string. 


COBOL74 Patch #9 (Compile Date 12-07-81) 


With this patch, the COBROL74 compiler conforms more closely to 
the COBOL Compiler Validation System (CCVS) test regarding the 
DEBUG-ITEM size for a Communication Description (CD). 


COLDSTART/DISK Patch #3 (Compile Date 12-04-81) 


With this patch, the COLDSTART/DISK program now accepts input 
from a teletype ODT. 


DISKMAP/UTILTIY Patch #1 (Compile Date 11-04-81) 
This patch corrects three problems: | 


1. Printer backup files, created by the DISKMAP/UTILITY program 
on a unit being mapped, caused erroneous missing disk area 


messages. 
NOTE: 


The mapping of units in use hy other jobs 

can flag missing disk areas which are in 

the process of being Shee eens and not 
actually missing. 


De. Attempting to map a disk eae en a corrupted disk file 
header caused the DISKMAP/UTILITY program to get an INVALID 
| SUBSTRING program abort. 


J Setting SWITCH 6 greater than 0 to allow: sane ngcor an nue 
_ user disk caused the DISKMAP/UTILITY | program to get a UNIT 
NOT ASSIGNED ‘program abort. 


This patch Ae results in less paper heing used to print a map 
listing. | - 
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DMPALL Patch #1 (Compile Date 9-22-81) 


This patch corrects the problem that occurred when the DMPALL 
program sent output to a line printer using a 51249 printer 
control (printer control 7). The first page of the output went 
to the line printer but subsequent pages went to another line 
printer or to backup disk or tape. 


DMS/AUDITANALY Patch #2 (Compile Date 9-23-81) 


This patch corrects the problem where the DMS/AUDITANALY program 
was unable to analyze more than one DMSII audit file at a time. 
Also, it is now possible to analyze and verify audit files across 
audit file boundaries. 


DMS/BUILDING Patch #1 (Compile Date 10-30-81) 


This patch corrects a NAME VALUE stack overflow problem in the 

DMS/INQUIRY program. This problem occurred when the DMS/BUILDINO 

program incorrectly calculated the MAX-RECORD-SIZE variable. 

This variable is used to calulate the size of the aubenat array 
elements used by the DMS/INGUIRY program. 


DMS/DASDL Patch #3 (Compile Date 12-03-81) 
This patch corrects the following two problems: 


1. The EVALUATION/PROGRAM POINTER STACK OVERFLOW program abort . 
encountered when compiling a DHS/DASDL source with many 
embedded group items within a remap data set. 


Le The INVALID SUBSCRIPT program abort encountered while adding 
a new structure to an existing data hase. This problem 
— occurs When the new structure created the 69th unique 
version. This patch now allows up to 255 unique versions. 


DMS/INGUIRY Patch #3 (Compile Date 12-16-81) 
This patch corrects the following two problems: — 


4. The INTERNAL FATAL ERROR problem encountered when an array 
' name was used as a sort Key and was not followed hy enough 
subscripts. | | | 


2. the function problem, for eveuuile SUMCITEM) VIA SETLs when 
an explicit access path retrieved the wrong records and 
therefore the wrong answer was returned. This occurred when 
the data hase contained a large number of wane items or- 
structures. | 7 
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DMS/INQUIRY Patch #4 (Compile Date 12-14-81) 


With this patch, the DMS/INQUIRY program considers a data set to 
be referenced if 1) the user enters a valid SELECT of 
SELECT/DISPLAY statement for which it is explicitly the object 
data set: for example, a simple SELECT DSA now causes duplicate 
identifiers to appear in DSA to be qualified without asking the 
user, or 2) the user answers the explicit qualification question 
asked by the DMS/INQUIRY program ("WHICH DATASET..."). 
Previously, a data set was only considered recently referenced if 
it was the object of a VIRTUAL statement or if it was implicitly 
the object of a SELECTION statement. | 


DMS/REORG.WRIT Patch #4 (Compile Date 9-23-81) 


This patch corrects the INVALID SUBSCRIPT program abort during 
the file removal phase. This problem was introduced in patch #1 
for the Mark 10.0 DMS/REORG.WRIT program in an attempt to fix the 
problem which caused the message DELETED DATA BASE FILE ?/?/? 

NOT REMOVED, NOT ON DISK to be displayed. Both problems are now 
fixed. | a, : 


DUMP/ANALYZER Patch #2 (Compile Date 11-05-81) 


This patchs corrects the looping eee while attempting to 
analyze data at the same the level as a previous OCCURS 
declaration in a COBOL74 Data Division. For example: - 


(O03 N OCCURS 3 TIMES PIC X. | 
OE PIC XxX. 


DUMP/ANALYZER Patch #3 (Compile Date 11-05-81) 

With this patch the printing of COBOL74 array elements is now 
suppressed when the value of SWITCH 0 is greater than or equal to- 
FOREIGN/TAPECOPY Patch #1 Sr tea Date 9-22- 81) 


This. patch fixes the looping ereblen which occurred when entering 
the specification for the input Format through ACCEPT MESSAGES. 


This patch ica adds two error messages for 7- track tape: 1) 
EXACT COPY NOT ALLOWED FOR 7 TRACK TAPE and 2) PARITY CHANGE ant 
RETRY oe 7 TRACK ‘TAPE. : | | 


B1000 Mark 10.0 Patch Release 1 4 


= 
GISMO, GISMO/DEBUG, and GISMO/SA Re-release (Compile Date 1-24-@f) 


This re-release of GISMO contains the following: 


1. The 1/0 error recovery algorithms are improved. 

2. With this re-release, stand-alone (cassette) utility 
programs, that are run on Bi830 or B1710 systems with a 
Single-line control, now work correctly. 

¥¥K NOTE ¥XX 
In order to take advantage of this correction to 
GISMO/SA, new copies of the stand-alone cassettes 
(with the exception of the CLEAR/START cassette) 
must be created. 

3. The handling of 7-track tapes has been corrected. Please 
note that this version of GISMO does not read 7-track tapes 
written with Mark 10.0 System Software prior to this Patch 
Release i or written with Mark 9.1 System Software prior to 
Patch Release 3. To preserve the data on those 7-track © 
tapes, copy the data to disk or ?-track tape before using _ 
this GISMO; then copy the data back to 7-track tape with 

this GISMO. This GISMO does read tapes written with Mark 
~—69.0 and earlier System Software and written with Mark 9.1 
System Software which includes Patch Release 3. 
4. A Ppeapeciant: operation can now he performed on a B= 1714 
system. The SYSTEM/INIT re-release, which is included with 
this Patch Release for the Mark 10.0 System Software, is 
~ also required to enable the clear-start epSbeleans 

3. The resolution of the timer: that is used to keep track of 
the processor time allocated to the MCPII, has heen 
improved. 

é. The system looping problem has been corrected when 

. . attempting to use a Reader/Sorter device. 

‘The system looping praben has been corrected when an 
exception ona SEEK Bpenetien, occurred for a B 7484- a0 C206) 
iia ae = Sie | 

8. ~The INVALID SUESCRIPT. program abort ; in the network 
controller has heen corrected for eaoeene, with heavy data 
communication usage. 7 ‘. 3 a 7 
A program accessing a Reuder/ sorter device can. now recover 


| after a eons document exception. 
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10. The standalone utility programs can now recognize the 
teletype ODT on B 1710 computer systems. 


MCPII Patch #20 (Compile Date 12-15-81) 


This patch provides an enhancement which facilitates recovering | 
an ISAM data file by permitting it to be processed as a relative | 
file for recovery purposes. 


MCPII Patch #21 (Compile Date 12-15-81) 


This patch eliminates a problem where a file containing a set or 
subset remained locked until a clear-start operation is 
performed. The problem arose when DMSII allocated the structure 
record and disk file header for a set or subset but was then 
unable to allocate the object or parent structure. If the DMSIT 
program was discontinued at that point, the structure and disk 
file header was not released from memory. 


— MCPIIT Patch #22 (Compile Date 12-13-81) 


This patch eliminates various problems that arose when the IPC 
DICTIONARY ADDRESS field in a program’s RUN STRUCTURE NUCLEUS was © 
not updated properly when the program was reinstated hefore an 

inter program communication (IPC) CALL operation was performed. — 


MCPII Patch #23 (Compile Date 12-15-81) 
This patch eliminates a system loop that occurred when an 


additional write to an ISAM file was performed after the user 
program was notified that no more disk areas were available. 


weer Patch #24 (Compile Date 12-15- 81) 


The patch eliminates a problem of losing audit entries. The 
problem occurred when DMSII was unable to find eee space for the 
First area oe. a continuation audit Eee | 7% 


“HCP IL Patch +425 (Compile Date 12- i5- 81) 


. This patel evinanates a ech red with eunet eta ker selection that, 
occurred when punch output was directed Lo backup a ae | es" 
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MCPII Patch #24 (Compile Date 12-15-81) 


This patch corrects problems that arose when the OU input message 
was used to direct a print file to backup tape. When the QU 
input message was first entered, the MCP would respond with the 
output message NEEDS PE TAPE. Then, when the OU input mESoage 
was re-entered, the print file was written to tape but not 
labeled as a backup file. 7 | 


MCPIT Patch #27 (Compile Date 12-15-81) 


This patch eliminates a L = @000011@, T = @124357@ halt. 


MCPII Patch 428 (Compile Date 12-15-81) 


This patch eliminates 3 problems that occurred when the key in a 
~ Manual subset ae did HOY match the a in the object data 
records 


1. Reorganization of the mene? subset failed to discard these 
entries. 


2. The temporary lock on the object data peeord was not 
| released until the end of the Operaurans: 


3. The object data was transferred to the user work area. 


MCPII Patch #29 (Compile Date 12-15-81) _ 
This patch eliminates various problems that occurred after an OF 


input message was entered in Feapones to a "FILE NOT PRESENT" | 
neacane ss | 


MCPII Patch #30 (Compile Date 12-13- -81) 
This sath provides an senses agen anche: adiode file eee ean to 
. change the PACK.ID attribute of the apobey file of an 

index- “sequential | File. | 
“sheePepatdy dail Date 12-15-81) 7 
“This patch eliminates an L = @000011@, T = @084501@ halt that 


occurred when a COBOL74 program tried to create an 


index -sequential file with an AREALENGTH attribute such that the. : 


blocks per area of the data eal or any of the index Files: was 
* egeee, to. Ae : 7 et | a 


~~ 
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MCPII Patch #32 (Compile Date 12-15-81) 


In some circumstances (in particular adding keys sequentially to 
a set where higher keys already existed) DMSII was creating large 
numbers of tables in index sequential sets with abnormally low 
populations. This resulted in poor disk utilization, unexpected 
“limiterrors", and degraded performance. With this patch, DMSII 
checks the “prior table" in this case. If it contains less than 
"splitfactor" entries, then entries are moved to the “prior 
table" so that the two caueee are balanced. : : 


MCPIL PATCH #23 ae Date 12-15-81) 


This patch eliminates a INVALID KEY ON REMOTE FILE error message 
that occurred after doing a PASS onvand from the SHCS program to 
a RPG program. | | | 


MCPIT Patch #34 (Compile Date ids Be B1) 


This patch eliminates aLl= @000009@ halt that accent: whee the 
first two operations performed on a DMSII data hase were © 
“begin- transaction no- ante followed eu Rou transaction 

no- audit sync" 7 : 


MCPII Patch #35 eee Date 12-15-81) 

This patch implements a new eee access communicate, for use by 
future programs. — a 7 | 
MCPII Patch #34 (Compile Date 12-15-81) _ 

This patch disallows an OPEN operation on an ISAM file which had 


been open for updates at the time a clear/start operation was | 
performed. If such an OPEN operation is attempted, the MCP 


generates the program abort message: ISAM FILE -». WAS OPEN FOR | 


rn apoio CLEAR/START AND MUST BE RELOADED. 


— MOPII Patch 437 (Conpite | Date 12-15- B1) 


This pater: laminates an Le @on00sse halt. that was Sued: ag 
— queue memory links: that were corrupted during de-allocation. 
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HCPII Patch #38 (Compile Date 12-15-81) 
This patch eliminates various problems that arose after the 


second reel of a multi-reel tape file was needed during a 
multi file search operation. 


MCP IT Patch #39 (Compile Date 12- dan 81) 


With this patch, the time it iste to copy files from one disk to 
another has heen shortened. | 


MCPII Patch #40 (Compile Date 12-15-81) 


With this patch, programs are no longer permitted to open a file 
that another program had re ae With the LOCK file 
attribute. 


MCPII Patch 441 (Conpile Date 12-15-81) 


This patch insures that irrecoverable user T/0 errors on B 9499- 6 
(207) disk get entered into the eee maintenance file 
SYSTEM/ELOG. che | 


NCPIE/MICRO. MCP and MICRO. NCP /DEBUS Re~ Beredse (Compile Date 11- 09-81) | 


This re-release of the MCPII/MICRO. MCP. and MICRO, NCP/DEBUS 
corrects the pantennng ae 


[a A program Was ‘unable to sequentially eead more than 24: 
. yecords per block of a relative file which had a eee 
factor greater than 24. ae 


2. COBOL74 programs were allowed duplicate records in an ISAM. 
File when es, records should nat have been allowed. 


vs WAiee’ with this re- pole seer the ce aroeedane that scans for 
| present Eceons. in a rae File has been. Ophrneeets 7 | 
NDL/ADDRESS | Re-release (Date 12 16- B1) a 


“The” paepel ease of tie. NDL/ADDRESS is vequired for the new 
NDL/HACRO file. 
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NDL/DUMP Patch #1 (Compile Date 12-15-81) 


This patch corrects a prohlem introduced with NDL/MACRO Patch #3 
to correctly analyze Se of large data communication — 
networks. | 


NDL/MACRO Patch #3 (Conpile Date 12-15- “B1) 
This patch corrects | the following problens: 


Le A methane re a large number of station/file combinations 
that cause the Perey ee tables in the network controller to 
overflow. | 


2. & limitation of 10 stations associated with a remote file by 
station name « With this patch, the limit is increased to 
299, pg | | 


3. Attannts by the network controller to attach an invalid 
station which caused various network controller program 
halts. | 


4, INVALID SUBSTRING program abort when buffersizes larger than 
4095 bytes 15 specified in the TERRINAL section for the 
network controller. | 


5. The network controller program abort on a dual processor 
system where the network controller wrote a pe into a 
queue which had een partially closed. 


 b, Network controller looping problems with more than £36 - 
| stations declared. | . | 


‘oa INVALID SUBSCRIPT program abort when a REMOTE FILE 

| INFORMATION request message (type 29 NDL message) was made > 
to the network controller and the network contained more 

» than, 256 stations. a | _ oe © 


‘This patch ond ipl caent: the new RESTART command to the aaiiasle” 


controller. The RESTART command issues an unconditional STOP 


operation (CANCEL) on the line specified and causes the. network 


controller to enter the LINE CONTROL with a value of i for ? 
_ LINE(CONTROL KEY). A value of 1 for LINE(CONTROL KEY) indicates 
oa system reconfiguration is to he performed. This command can be 


used to restart a hung data communications line without navang to. 


| patscontinne. the network controller. 


~ The. “syntax of the ‘command follows: 


"RESTART LINE <portss <channel>:<unit> 
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Semantics: 
port 
The <port> field is the penn: number | of the line as specifed 
in the NDL source. | 
channel 


The <chamel> field is the channerl ‘number of the line as 
specified in the NDL source. 


unit 
The unit? field is the adapter number. Ja the line as 
specified in the NDL source. 


NDL/MACRO Patch #4 (Compile Date 12-15-81) 
This patch corrects the @OD0031@ systems halts. 
“QWIKLOG Patch Hi (Compile Date 12-16-81) 


With this patch, the QWIKLOG program now eapeeeen recognizes the: 
dummy clear-start records when the time and date are reset. | 


RJE Patch #1 “(onpile Date il- 05- ‘B1)- 


This patch corrects RJE program cane when, a a ii or ot file 


- is received from the host system. This was caused by the RJE . 


 - program sending a ae os a pire ante neerade ‘instead of a 
4 BS digit message. - | a ss 


RJES780 - Patch Hi (Compile Date 12- 04- ~B1) 


This patch carneets: the loss of printer. and punch output Cries, | 


This problem was due to a change in the See mechanism in Pa a2 


the eper een systen. (MCPIL). se 


RPG Patch #2 (onpite Date a2 04- 81) 


This patch. corrects the Following two problenss 


oer Pe to COBOL74 ISAM ‘files? when a primary or “secondary, aa 


(the letter P or S in column 16 of the File Description | a 
Specifications) file was declared INPUT (the letter I in column 


; 15 of the File Description specifications? with ADD (the letter As 


ain column 66 in the File Description Specifications), after a 
record was added the work area was not refreshed with the last 


record that was read. The work area is now refreshed after. a new as 


record has been added. oe was  oniy a Mark 10. 0 Pie ene 
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Applicable only for the following conditons: 


a. fA data set is declared as update secondary (the letters 
— US in columns 15-16 of the File Uerer pune! 
Beene eatieneys | . 


ra The data base is audited. 


C. atehang records are not ized eoteune é1- 61 are left 
blank in the Input Specifications). 


RPG programs failed to relock the update secondary 


record during the RPG cycle that it was processed. 
This caused a NOT LOCK exception on a STORE operation 
at detail-output time for that record. With this 
patch, a implicit LOCK operation is now performed by 
the RPG program on the current record in ne 


a si as oo in the RPG — 


RPG Patch 43 ‘(Compile Date 12- 04- 81) 


This patch | corrects the era eight problens: 


1° 


Specifying the inher cn. (0) in the SKIP BEFORE. tesvanne : 
19-20) or SKIP AFTER (column 21-22) in the Output—-Format 


Specifications. The following syntax error is now aeneuetes 
by the RPG compiler. , 


INVALID SPACE/SKIP ENTRY 


The OPTIONAL Is INVALID FOR BNA LOGICAL I/0 FOR FILE “pile | 
name?" program abort for RPG programs with ae HOSTNAME — 
Attribute Speer ere adi a ae 


~The eorneee ‘syntax error message, INVALID FACTOR: when the oo 
FIELD LENGTH field (columns 49-51 of the Calculation — eS | 
 . Specification) for a BITON, BITOF, or TESTE eee code. 
has a value grecter than one ). : 


The Geerpe tic Gener iced code ereblen: where the DEBUG | 
_ operation code is used for printer files with a value of AIF 
or less in the RECORD LENGTH field scorunle: 24- 27 of the | | 
_ File Description Specification). | 


| The -‘contrei- level indicator problen chee. a ‘control- ee 
~ indicator (Li-L9) is specified in the RECORD IDENTIFYING _ 
INDICATOR field of the Input Specifications. | This. a | 
_» control-level indicator was not set on when the LR pale stan, _ 
— was set on in the last round ce: total- “time calculations and tt dae 


~ 


oo 
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6. The incorrect code generation problem when very a large RPG 
| program required more than 1023 disk ESgrenke for one code 


ene 


Te. . The sheorucee code generation ialites when the UPDATE | 
special word is specified in the FIELD NAHE Field Acolunns 
a3- -38) or. the Input Specifications. | | 


8. “The enc ORheEY code senekatien problem when the letters “OR 
are mispelled the AND/OR field (columns 14-146) of the Input 
Specifications. With this patch, the following syntax error 

is generated. | | = $a 


re _— 


- SDL/INTERPAM: SDL/INTERP1S, “and § SDL/INTERP1U Re- “release 
(Compile Date 12-08-81) . 


This patch eliminates @0D0031¢ halts that occur on oo ae 
communication systems. It is to be used in conjunction with 
NDL/MACRO Patch #4. | a 


SMCS Patch #2 (Compile 3 Date 10- re 81) é 


‘This patch corrects the denial of an OPEN gecieee for a program | 
that was zip executed by another program and the other progran 
was spawned by the SMCS program. The SMCS program is considered 
the parent job of the first program if the second program (which 
was spawned by SMCS) goes to end of job before the first program 
opens its remote file. The network controller forwards the OPEN 
request to the parent job unless all the stations in the station 
list belong to a different Message Control System (MCS) program. 
The SMCS program now handles this case where it receives an OPEN 
request from a program which the SMCS program did not spawn, but. 
is still considered to be the parent. job. There are two. 


noticeable changes from the previous | method that remote file open 


| requests were handled. These aren 


Le The SNCS program now uses. “he station Het: in an OPEN ee 
paquest-for a program that was initiated at a station as a 
result of an MCPIT control string C?EX <program>) | being 
entered if all the stations in the station list are not - 

— controlled by the SHCS program. If any of the stations. in 
the station list are ‘controlled hy the SMCS program or if. 


there is no station list, the initiating 4 aha is” S spproved 


7 in the OPEN bi auige 
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This feature now aves: users to direct rei to another 
terminal without the need to make their program an MCS 
program or to have two remote files in the program provided 
that the terminal to which the output is directed is not 
controlled by the SMCS program. An example of a use for © 
this Feature is in listing ae ona Pemeee PU INGEs 


if a program: that was spawned by the SHCS program: zip 
executes a second program which opens a remote file, the 


SMCS program is considered to he the parent job for the 
second program if the first program has gone to end of job 


before the second program opens its remote file. The 


network controller forwards the OPEN request. to the parent 
job unless all of the stations in the station list are 


controlled by a different MCS program. The SHCS program now 
handles such an OPEN request from a second program that is 


zip executed hy a program spawned by the SMCS. program. When 
the SMCS program receives an OPEN vedas the eee 


steps are takent | 


a ¥F there is a station list in the OPEN ary ‘and all 


the stations in the station list are not controlled by 
the SMCS_ programy the SMCS program uses the station 
ack in SEPP ON EDS the OPEN eG heaee : 


bs. re any of the stations. in “the station et are 


controlled by the SMCS program or there is no station : 
list in the OPEN request for the second program, a 
_ check is made to determine how the first program was 
spawned by the SMCS program. If the first Prost ee. Was 
. spawned as a result of a SIGN ON, PASS, INITIATE — 
“command or the AUTO-START option heing specified in ee 


SMCS/JOBS file, the OPEN request for the second program - 


is denied. If the first program was spawned as a 
result of an MCPII control instruction heing entered, 
the SMCS program attempts to approve the OPEN request | 
for the Logical: Station Number (LSN) which) initiated 
the first program. If that LSN cannot be epproves in s 
the OPEN request for the second peo ge aa the OPENS 
Pete ee is denied. BO aa 


SORT/UTILITY Patch #1 (Compile Date 12- 06- gi) 


this dateh peetecte the INVALID SUBSTRING ‘program abort: with. the \ 
SORT/UTILITY aldaeee when Sone a sort “prcanaw: of tee | 
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- SYSTEH/COPY Patch W2 (Compile Date 11-06-81) 
This patch corrects. the fol lowing two problems: 


1. The COPY AND COMPARE. operation of eelative files reported 
a poayenteon errors when none poe eee 


2. The response to the STATUS command hile a COMPARE 
operation was approximately 16,000,000 records compared, no 
matter what the size hal the file. 


SYSTEM/INIT Re-release Ccompite Date 08-14-81) 


A ae operation could not be: performed on a B-1714 ; 
system. The GISMO re-release, which is included with this patch | 
release for the Mark 10.0 System Software, is also required to 
enable ie eee s EpeGaea 


SYSTEM/LOGOUT Patch a (Conpile Date 12-16- 81) | 

With this. patens the SYSTEM/LOGOUT program now eGupectic 
recognizes the dummy clear-start records when the time and date 
are reset. _ _ 8 | a 

- SYSTEM/ODT Patch #6 (Compile Date 9-22-81) _ 


| This patch makes changes. necessary for ene use “with certain 
ge Petaeeneal aie aeal een Terminals: pes - 


